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Product line N V\V’VAMﬁTESU

% Baler Type

X/

%  Closed door, full eject, single-ram, horizontal baler

% Models:
< 3560CD
<  PW3560
< NF4560 (37kW)

% Suitable for:

OCC

ONP

MOW

Tin & aluminum cans

Vented PET & HDPE containers
Shredded documents & paper
Printers waste

Non-Ferrous metals (NF4560)

J/ J/ J/ / / / / /
000 000 000 0‘0 000 000 000 000
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Key Features _WAMATECH

% Nominal Feed Opening:
1524 x 890 mm ; 1524 x 1143 mm
% Nominal Bale Size:
1524 x 762 x 1143 mm
% Main Cylinder:
205 mm trunnion design ; 254 mm trunnion design

% System pressure:
3000 PSI (approx. 200 bar)

«*  Main Motor:
22kW ; 37kW
% Feed Type:
Conveyor, hand, loader
% Bale Tying:
Six-wire manual tie
%+ Shear:
Shear blade standard

+ Bale Chamber Door:
Wrap-around hydraulic latch
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PAC Series !\ WAMATECH

Waste Management Technology

% Baler Type

X/

s Open-end, auto-tie, single-ram, horizontal clearance baler

% Suitable for:

Corrugated shreds and trim
Converting trim

Shredded documents

Printers trim and shreds

% Folding carton trim and die cuts
% Clothing

R/ / / /
0’0 0‘0 0‘0 0‘0

>
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Key Features

Nominal Feed Opening:
762 x 740 mm ; 1016 x 736 mm ; 1270 x 737 mm

Nominal Bale Size:
762 x 1092 x var. mm

Main Cylinder:

152 mm, 178 mm, 205 mm trunnion design

System pressure:
2500 PSI (approx. 170 bar) & 3000 PSI (approx. 200 bar)

Main Motor:
22kW ; 37kW ; 55 kW ; Twin 22 kW

Feed Type:
Air trim system
Bale Tying:

Five-wire auto-tie

(_ WAMATECH

Waste Management Technology
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20N Series . WAMATECH

Waste Management Technology

/

% Baler Type

X/

s  Open-end, auto-tie, single-ram, horizontal baler

4

% Suitable for:

Corrugated shreds and trim
Converting trim

Printers trim and shreds
Folding carton trim and die cuts
Shredded documents

High grade papers

R/ / / /
0’0 0’0 0’0 0’0

/
0‘0

/
0‘0
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Key Features

Nominal Feed Opening:
1016 x 740 mm ; 1270 x 740 mm

Nominal Bale Size:
762 x 1092 x var. mm

Main Cylinder:

205 mm, 230 mm, 254 mm trunnion design

System pressure:
3000 PSI (approx. 200 bar)

Main Motor:
22kW ; 37kW ; 55 KW ; Twin 22 KW ; Twin 37 kW

Feed Type:

Air trim system, conveyor
Bale Tying:

Five-wire auto-tie
Shear:

Available with or without shear blade

l\ WAMATECH

Waste Management Technology
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42\W Series . WAMATECH

Waste Management Technology

% Baler Type

X/

s Open-end, auto-tie, single-ram, horizontal baler

«» Suitable for:

% OCC boxes, trim & shreds
s Bulky OCC

<+ ONP

s MOW

/
000

High grade paper

Tin & aluminum cans

Vented PET & HDPE containers
Shredded documents & paper
Printers waste

/ / /
000 000 000

/
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WAMATECH A/S
Grgnvej 80
DK-5260 Odense S ” From Waste to Money ”



Key Features
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l\ WAMATECH

Waste Management Technology

Nominal Feed Opening
R 1270 x 1066 mm ; 1524 x 1066 mm ; 1830 x 1066 mm

Nominal Bale Size
2 1092 x 1092 x var. mm

Main Cylinder
2 205 mm, 230 mm, 254 mm trunnion design

System pressure
> 3000 PSI (approx. 200 bar)

Main Motor
D 22kW : 37kW : 55 KW : Twin 22 kW

Feed Type

2 Conveyor

Bale Tying

2 Five-wire auto-tie
Shear

2>  Available with or without shear blade
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Wamatech service N WVAMﬁTFSU

# Wamatech service is:

We install and start-up installations

We do service on existing installations

We can offer service agreements

We have spare parts in stock in Denmark and UK

dIII
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